
24.05.2017 Web of Science [v.5.24] ­ Export Transfer Service

http://apps.webofknowledge.com/OutboundService.do?action=go&displayCitedRefs=true&displayTimesCited=true&displayUsageInfo=true&viewType=fullReco… 1/1

Web of Science™
Page 1 (Records 1 ­­ 1)

 [ 1 ] 
Record 1 of 1
Title: Shear and mode II fracture of PUR foams
Author(s): Marsavina, L (Marsavina, Liviu); Constantinescu, DM (Constantinescu, Dan M.); Linul, E (Linul, Emanoil); Voiconi, T (Voiconi, Tudor); Apostol, DA
(Apostol, Dragos A.)
Source: ENGINEERING FAILURE ANALYSIS  Volume: 58  Pages: 465­476  DOI: 10.1016/j.engfailanal.2015.05.021  Part: 2  Published: DEC 2015  
Times Cited in Web of Science Core Collection: 3
Total Times Cited: 3
Usage Count (Last 180 days): 2
Usage Count (Since 2013): 17
Cited Reference Count: 34
Abstract: Polyurethane (PUR) foam materials are widely used as cores in sandwich composites, for packing and cushioning. They are made of interconnected networks of
solid struts and cell walls incorporating voids with entrapped gas. The main characteristics of foams are lightweight, high porosity, high crushability, and good energy
absorption capacity. Fracture toughness in mixed mode loading is of particular interest because foam cracking weakens the structure's capacity for carrying loads. 
Present paper assesses the shear elastic (shear modulus) and mechanical (shear strength) properties of polyurethane foams. Also, three different types of specimens were
used to determine mode I and mode II fracture toughness. The shear modulus, shear strength and fracture toughness increases with increasing foam density. Also the effect
of loading direction and loading speed is investigated. The authors propose a micromechanical model to estimate fracture toughness based on the tensile strength of the solid
material and the topology of the cellular structure. (C) 2015 Elsevier Ltd. All rights reserved.
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